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System Requirement 

A) DownLED Mono Dimmable 

1) DownLED Mono Dimmable 

2) DistriBox 01, min 1 pc 

3) Dimtroller Mono (for dimming), PCC-8 (for dimming via DMX) or Shorted Plug (for non-dimming),  1 pc max 

4) Power Supply, one per Distribox 

 

B) DownLED RGB  

1) DownLED RGB 

2) DistriBox 01, min 1 pc 

3) Dimtroller RGB, PCC-3, PCC-51 or PCC-8 (DMX Controller), 1pc max 

4) Power Supply, one per Distribox 

 

 
Prime Light Pte Ltd reserves the right to change specification without prior notice. 

Max 5 pcs of DownLED Dimmable  
or RGB for each I/O line  

To AC Main 

PCC 
Controller 

24vdc Switch Mode Power Supply 

Max 10m per Lamp Output Line I/O 1 

OR 
I/O 2 

I/O 3 

I/O 4 
I/O 6  

I/O 2 
I/O 3 
I/O 4 

I/O 6 

IMPORTANT NOTE 
1) Max 150 Lamps per system 
 
2) Max 25m Total Cable Extension (first to 
last DistriBox) 

To AC Main 

PCC 
Controller 

OR 

Connect R,G,B accordingly 
from Controller output to 
R,G,B of DistriBox input . Use 
3 core cable. 

All I/O use Cat5 cables 

I/O 5 

I/O 1 

All I/O can be used for Lamp 
Output, Extension 
Input/Output or Dimtroller 
Input  

I/O 5 

DC Input 


