LED Bar

The LED Bar is a multi-purpose High Power version of Chameleon Strip. Fitted with Power LED for high intensity illumination for
single and RGB colours, the LED Line series comes in various models and configurations. The LED Bar Basic is a simple
non-dimmable that provides clean and energy efficient light output. The LED Bar Classic and LED Bar IP are dimmable. The LED
Bar IP is an outdoor IP66 lamp with overheating shut down protective circuitry. They are ideal for wall washing, cabinet lighting
and effects illumination.
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Specifications

P RGB

9
58.40

All Dimensions in mm

Ligh’r Source 2, 4 or 6x 3W Cree Power LED  6x Tw Cree Power LED | 18x TW Cree Power LED 18x TW Luxeon Power LED
6W for 35cm length
Power Input 12W for 65 cm length 75W (Max), 24VDC  23W (Max), 24VDC  22W (Max), 24VDC
18W for 95 cm length, 700mA

Lens Options None Standard: 30, 60 deg.

. Standard: Day Light (Typ 6000K), Warm White (Typ 3000K) RGB
Colour Options Custom: Red, Green, Blue, Amber

. External Driver, PCM-2, PCC-8 PCM-2, PCC-8 PCM-1, PCC-3,
Control Options | 1710.240VAC Input PCC-51, PCC-8
Environment Indoor Indoor Indoor, Outdoor
Product Series PIX-2 PIX-3 PIX-4 PIC-4




