The MR Tripod ™is a high intensity version of MR Basic designed to provide dimming ability and adequate lumen for
most standard MR-16 applications. Housed in die-cast aluminium housing for maximum heat dissipation, the MR Tripod is
a modern and reliable alternative for halogen MR-16. It also has a RGB version and is ideal to use as interior architecture,
accent and down lightings

All dimensions in mm

Models Mono Dimmable RGB

Light Source 3x 1W High Power CREE LED 3x 1W High Power Luxeon LED
Power Input Max 4W, 24VDC Max 3.5W

Lumen perLamp 240 Im (Day Light) -

Intensity perLamp @ 1m 1,000 lux (Day Light) on 30 Deg Lens -

LensOptions 30,60 deg

Colour Options Sandard: Day Light (Typ 6000K), RGB

Warm White (Typ 3000K). Custom:

Red, Green, Blue, Amber

Control/ Driver Options PCM-2, PCC-8 PCV-1 (Driver required)
PCM-1, PCC-3, PCC-51, PCC-8

Connector RJ-45 RJ-11

Operating Temperature -5~35deg C

Estimated Lamp Life 50,000 Hrs

PMX-730YYZ

Z Alphabet depictsmodel type D: Mono Dimmable, none

YY Digitsdepict lensangle 30, 60 Deg
C: RGB, B: Day Light, E Warm White,
R Red, G: Green, L: Blue, Y: Amber

» X Alphabet depicts LED colour
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